

Project Name: 

Insert All Reports Required for: HVAC Controls Electric & Electronic

	Electric & Electronic Control Devices

	Designation
	Floor #
	Located in
Room #
	Device
	Notes

	
	
	
	Description
	Installation is 
Acceptable

(Y/N)
	Calibration is Complete

 (Y/N)
	Operating Set-Point



	

	TE-1
	3rd
	Mech. Rm #2
	 Thermostat
	 
	 
	 
	 

	TR-1
	3rd
	Mech. Rm #2
	 Transducer
	 
	 
	 
	 

	AE-1
	3rd
	Mech. Rm #2
	Electric Actuator
	 
	 
	 
	 End-switches set at 10° and 90°

	 
	 
	 
	 
	 
	 
	 
	 




	Submitted Documentation
	Rec'd.
(Y/N)
	Notes

	Manufacturer's Shop Drawings
	 
	 

	Performance Data
	 
	 

	Installation and Start-Up Manual
	 
	 

	O&M Manuals
	 
	 

	Factory Test Results
	 
	 

	Operating Sequence and Control Strategy
	 
	 

	Warranty Certificate
	 
	 

	Comments

	

	





	Installation Checks

	Check if Acceptable; Provide Comment if Not Acceptable
	A
	NA
	Comment

	General

	Installation is compliant with manufacturer's instructions
	□
	□
	 

	Manufacturer's recommended & specified spare parts provided
	□
	□
	 

	Permanent label affixed
	□
	□
	 

	Mountings checked and shipping bolts/ restraints have been removed 
	□
	□
	 

	Maintenance access to all serviceable items is acceptable
	□
	□
	 

	Pipe fittings complete and piping supports are acceptable, as specified.
	□
	□
	 

	Wall insulation blocks installed behind temperature controller mounted on outside wall, as specified.
	□
	□
	 

	Tamper-proof cover installed over control device, as specified.
	□
	□
	 

	Hydronic pipe insulation and offset mount installation complete, as specified.
	□
	□
	 

	Installation is correct for flow direction of media being measured.
	□
	□
	 

	Test plugs, sensors and wells installed, as specified.
	□
	□
	 

	All control devices, pipe insertion wells and outdoor sensor shields are installed and operational.
	□
	□
	 

	All control device installations checked against drawings and specification to confirm all devices, gauges and other devices are installed as specified.
	□
	□
	 

	The operating range of the control device is a suitable match for the application it is being installed for.
	□
	□
	 

	The range of travel for all electronic actuated devices is a suitable match for the application it is being installed for.
	□
	□
	 

	The closure of all electronic actuated devices is set for minimal leakage when closed and adjusted for travel ranges as specified.
	□
	□
	 

	The control set-point for all devices is set as specified.
	□
	□
	 

	The control schedule and other similar programming for all electronic programmable controllers is set-up as specified.
	□
	□
	 

	Electrical and Controls

	All electrical connections are secure and electrical enclosure covers are secured in place.
	□
	□
	 

	Grounding is installed.
	□
	□
	 

	Safeties are installed and operational.
	□
	□
	 

	All control devices and wiring is complete.
	□
	□
	 

	All control system interlocks are connected and operational.
	□
	□
	 

	All safeties remain in the control circuit when HOA switched to the 
Hand position.
	□
	□
	 

	Installation is compliant with manufacturer's instructions.
	□
	□
	 





Summary of Issues:
	System
	Description

	 
	 



Recommendations:
	System
	Description

	 
	 



	
	Name
	Company
	Date

	Witnessed by:
	 
	 
	 




Customer Training Attendance
Date: _____________

Training Topic:	HVAC Electric and Electronic Control Systems

Demonstrated By: ___________________________________________________

Demonstration Firm: _________________________________________________

In accordance with specification and product manufacturer requirements, 4 hours of training have been provided to the Owner’s Representative on site.

Attendees

	Name
	Signature
	Representing

	 

	 
	 

	 

	 
	 

	 

	 
	 

	 

	 
	 

	 

	 
	 

	 

	 
	 

	 

	 
	 

	 

	 
	 

	 

	 
	 




Comments:





Available in accessible formats upon request.
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