Project Name: 

Insert All Reports Required for: Breeching/ Chimneys/ Stacks



	Submitted Documentation
	Rec'd.
(Y/N)
	Notes

	Manufacturer's Shop Drawings
	 
	 

	Performance Data
	 
	 

	Installation and Start-Up Manual
	 
	 

	O&M Manuals
	 
	 

	Factory Test Results
	 
	 

	Warranty Certificate
	 
	 

	Comments

	

	




	Installation Checks

	Check if Acceptable; Provide Comment if Not Acceptable
	A
	NA
	Comment

	Flue/ Chimney

	Flue/ Chimney installation is incompliance with manufacturer requirements.
	□
	□
	 

	Flue/ Chimney installed with slope towards boiler in compliance with manufacturer and boiler supplier requirements.
	□
	□
	 

	Flue/ Chimney installed with clearance in compliance with code, manufacturer and authority having jurisdiction requirements.
	□
	□
	 

	Fire Protection Separation or Fire-Stop in place to prevent burning hazard.
	□
	□
	 

	Flue/ Chimney discharge is protected from rain entry and ice-build-up/ other blockage.
	□
	□
	 

	Flue/ Chimney draft confirmed to meet minimum boiler manufacturer requirements.
	□
	□
	 

	Flue/ Chimney leak testing proves to be acceptable.
	□
	□
	 

	Manufacturer warranty start-up check-list complete.
	□
	□
	 

	
	□
	□
	 





Summary of Issues:
	System
	Description

	 
	 



Recommendations:
	System
	Description

	 
	 



	
	Name
	Company
	Date

	Witnessed by:
	 
	 
	 

























Available in accessible formats upon request.
	System Manual | Testing and Start-Up Reports
(use of these templates are subject to Manitoba Hydro Terms & Conditions for Template Use)
	2



