Project Name: 

Insert All Reports Required for: HVAC Controls Pneumatic

	Pneumatic Control Devices

	Designation
	Floor #
	Located in
Room #
	Device
	Notes

	
	
	
	Description
	Installation is 
Acceptable

(Y/N)
	Calibration is Complete

 (Y/N)
	Operating Set-Point



	

	T-1
	2nd
	Rm 105
	Pneumatic Thermostat
	 
	 
	 
	 

	MPR-1
	3rd
	Mech. Rm #2
	Multi-Purpose Relay 
	 
	 
	 
	Configured for minimum damper position

	AP-1
	3rd
	Mech. Rm #2
	 
	 
	 
	 
	Pilot-positioner on 8-13 spring-range actuator

	 
	 
	 
	 
	 
	 
	 
	 




	Submitted Documentation
	Rec'd.
(Y/N)
	Notes

	Manufacturer's Shop Drawings
	 
	 

	Performance Data
	 
	 

	Installation and Start-Up Manual
	 
	 

	O&M Manuals
	 
	 

	Factory Test Results
	 
	 

	Operating Sequence and Control Strategy
	 
	 

	Warranty Certificate
	 
	 

	Comments

	

	





	Installation Checks

	Check if Acceptable; Provide Comment if Not Acceptable
	A
	NA
	Comment

	General

	Installation is compliant with manufacturer's instructions
	□
	□
	 

	Manufacturer's recommended & specified spare parts provided
	□
	□
	 

	The compressed air system has passed a static pressure test for 24 hours with all piping connections temporarily capped behind finished wall prior to installing any pneumatic thermostats, controllers or controlled devices.
	□
	□
	 

	Mountings checked and shipping bolts/ restraints have been removed 
	□
	□
	 

	Maintenance access to all serviceable items is acceptable
	□
	□
	 

	Pipe fittings complete and piping supports are acceptable, as specified.
	□
	□
	 

	Wall insulation blocks installed behind temperature controller mounted on outside wall, as specified.
	□
	□
	 

	Tamper-proof cover installed over control device, as specified.
	□
	□
	 

	Hydronic pipe and duct insulation with offset mount installation complete, as specified.
	□
	□
	 

	Installation is correct for flow direction of media being measured.
	□
	□
	 

	All control devices, pipe insertion wells and outdoor sensor shields are installed and operational.
	□
	□
	 

	All control device installations checked against drawings and specification to confirm all devices, gauges and other devices are installed as specified.
	□
	□
	 

	The operating range of the control device is a suitable match for the application it is being installed for.
	□
	□
	 

	The range of travel for all pneumatically actuated devices is a suitable match for the application it is being installed for.
	□
	□
	 

	The closure of all pneumatically actuated devices is set for minimal leakage when closed and adjusted for travel ranges as specified.
	□
	□
	 

	All pilot positioning devices are calibrated.
	□
	□
	 

	All pneumatic controllers are calibrated and set-points adjusted.
	□
	□
	 





Summary of Issues:
	System
	Description

	 
	 



Recommendations:
	System
	Description

	 
	 



	
	Name
	Company
	Date

	Witnessed by:
	 
	 
	 




Customer Training Attendance
Date: _____________

Training Topic:	HVAC Pneumatic Control Systems

Demonstrated By: ___________________________________________________

Demonstration Firm: _________________________________________________

In accordance with specification and product manufacturer requirements, 8 hours of training have been provided to the Owner’s Representative on site.

Attendees

	Name
	Signature
	Representing

	 

	 
	 

	 

	 
	 

	 

	 
	 

	 

	 
	 

	 

	 
	 

	 

	 
	 

	 

	 
	 

	 

	 
	 

	 

	 
	 




Comments:





Available in accessible formats upon request.
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