K%

WIND SHEDDING
BANNER BRACKET
(TYP.)

BANNER (TYP.) \

4500 MIN
4500 MIN.

ANSON //X\\//X\\//\ YN PANSON //X\\//X\\//\//\

SINGLE BANNER INSTALLATION DOUBLE BANNER INSTALLATION
(762mm X 2286mm MAXIMUM (559mm X 1676 mm MAXIMUM
DIMENSION) DIMENSION)

NOTE: DIMENSIONS SHOWN ARE IN MILLIMETRES.
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BANNER CRITERIA:

1. BANNER INSTALLATION TO CONSIST UP TO A MAXIMUM SIZE OF EITHER ONE 762mm X
2286mm (30"x90") CLOTH BANNER, OR TWO 559mm x 1676mm (22"x66") CLOTH BANNERS.

2. BANNERS CAN BE ORIENTED EITHER 90° OR 180° FROM EACH OTHER AROUND
CIRCUMFERENCE OF STANDARD FOR DOUBLE BANNER INSTALLATIONS.

3. BANNER INSTALLATION SHALL NOT IMPEDE WIND SHEDDING CHARACTERISTICS OF
BANNER MOUNTING BRACKET.

4. APPROVAL OF STANDARDS FOR BANNER MOUNTING TO BE BASED UPON:

a. A SATISFACTORY ASSESSMENT OF THE STANDARDS STRUCTURAL INTEGRITY AND IT'S
FOUNDATION PER CORPORATE POLICY P348-4, "MAINTAINING OUTDOOR LIGHTING -
ORNAMENTAL LIGHT STANDARDS REPLACEMENT GUIDE", AND P348-5, "MAINTAINING
OUTDOOR LIGHTING - REPLACING OR RESETTING CONCRETE FOUNDATIONS".

b. TIGHTENING OR REPLACING ANY LOOSE OR MISSING ANCHOR NUTS OR BOLTS.
AN UNIMPEDED DRIVER'S VIEW OF TRAFFIC SIGNALS OR TRAFFIC CONTROL SIGNAGE.

d. NOT EXCEEDING THE STANDARD'S MAXIMUM ALLOWABLE SIGNAGE SURFACE AREA
WHERE STANDARD HAS EXISTING SIGNAGE, SEE NOTE 5.

5. IF BANNER(S) ARE TO BE INSTALLED ON STANDARDS WITH EXISTING SIGNAGE, THE
MAXIMUM ALLOWABLE BANNER SIZE (SURFACE AREA) MOUNTED WITH WIND-SHEDDING
BRACKETS CAN BE CALCULATED WITH THE FOLLOWING FORMULA:

MAXIMUM SURFACE AREA = 1.75 X
OF BANNER(S) (m2)*

<

1 - SURFACE AREA OF
SIGNAGE (m?)

* DIVIDE BY 2 FOR DOUBLE BANNER INSTALLATION.

APPROVED

ORIGINAL

REVISIONS

MANITOBA HYDRO DISTRIBUTION STANDARDS

DRAWING BANNER INSTALLATION
SEALED BY
K.C. HAMILTON
07-06-29 13 |, | REVISED TITLE DETAILS
01
DRAWN CHECKED DATE ST =y
C.A. L.D./D.O. 07-06 CD 3 1 5-25 0002 or 3| 01

1-04431-DA-65620-0015




STREET LIGHT d\ﬁ 3/4" STAINLESS STEEL BANDING
STANDARD \
/ 35(TYP.)
. 2° RISE
S /—/;/—/00
CLOTH OR
o VINYL BANNER
=
=
<
v
=
-]
(0]
O
|_
NOTE 3
] )\ o
] NOTE 2
BANNER ARM RETAINING PIN (TYP.)
BANNER MOUNTING BRACKET
—
\‘/C/

NOTES:

1. CUSTOMER TO COMPLETE AN APPLICATION FOR USE OF MANITOBA HYDRO UTILITY POLES
(EFORM #H1900) AND HAVE FORM APPROVED PRIOR TO INSTALLATION OF BANNERS AND
ASSOCIATED EQUIPMENT.

2. BANNER TO HAVE REINFORCED HOLES. SECURE BANNER TO BRACKET WITH U.V. RESISTANT
TY-RAPS (2 LOCATIONS PER BANNER). LOOP TY-RAP THROUGH REINFORCED HOLE AND
EYELET OF BANNER ARM RETAINING PIN.

3/4"@ FIBREGLASS ROD. CUT TO SUIT BANNER.
BANNER MOUNTING BRACKET AND ARM TO BE WIND SHEDDING TYPE.

5. INSTALL BANNER MOUNTING BRACKETS SO BANNER IS TAUT ACROSS LENGTH OF BANNER
ROD.

6. DIMENSIONS SHOWN ARE MILLIMETRES.
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